SCHEDA TECNICA

SPVS é

SMOKE DETECTOR-SPVS
Sensore di rilevamento fumo in immissione aria

DESCRIZIONE

Sulla mandata della dell’unita Ventilante GV-SPVS, viene installato un particolare sensore che € in grado di rilevare
particelle di fumo in caso di incendio, questo sistema permette velocemente di dare un allarme, che puo essere
montato in luogo sicuro, con un contatto pulito o tramite il quadro di gestione fermare la macchina stessa, per
evitare che in caso di incendio si propaghi il fumo all’interno del vano scala.

CARATTERISTICHE TECNICHE

Area of application

ventilation ducts

Min./max. airflow

1 m/sto 20 m/s

Pratection type IP 54 (on duct surface)
Material PC/aluminium tube
Mounting holes on the ventilation duct 2 <@ 28-30 mm
(Openings 150 mm spacing for securing to
the housing, 2 x max. 6 to 206 mm spacing
Cable entry 4 %@ 6-10 mm
Dimensions without tube (Lx W s H) 25x13,5x10cm
Weight without tube approx. 350 g
Operating principle scattered light
Response threshold according to building and inspection principles
for smoke-triggering devices (12/76)

Operating voltage 161028V DC
Residual ripple = 200 mVSS
Power consumption at 28 V DC idle state 22 mA

inthe eventof analarm 11 mA

inthe eventofafault 16 mA

Relay contact with Max. switching voltage 30V AC/30V DC
alarm self-locking Max. switching current 1A
Ambient operating temperature —2010 +60°C
Relative humidity without condensation 95%
Weight 12049

Dimensional drawing
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ROSSO OFFICINE S.r.l.
Via Mondovi n.63 — 12040 MOROZZO (CN)
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